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QDSP-10K Ampllfler W|t DSP\

Acoustic Precision Technologies GB

80 Single Channel: 4x 1300Wv , 4 x Channel Neutrik XLR
40 Single Channel: . A4x200w PC Com Port: Front: 1 x USB-B, Rear: 1 x USB-B,
20 Single Channel: 4 x 2500w RS485, Ethernet
80Q Bridge Mode: 2 X 2500w Processing: 48KHz Sampling Frequency, 48-Bit
S35 2 S3Asses DSP, 24-Bit A/D & D/A Conversion
40 Bridge Mode: 2 X 5000w ........................................................
20 Bridge Mode: Nol Sunable for 2Q Load in bndge Dynamiv Eange: S B =008 S
Frequency response: 20Hz - 20KHz +0.5dB Frequency response: ¢ 0 25dB, 20Hz 20KHz N
THD+N (Rated Power 4QV/KHz)% v 0.10% Distortion: < O 01%, 20Hz - 20KHZ @ +10dBu
.......................................... Balanced Inpul
110dB .....................................................
i 110dB
Input Impedance: ZOKQ Balanced/wKQ Unbalanced ..................... > = Od ........................
Crossover: LPF.HPF & APF,
Output Connectors: » 4x Neutnk Speakons NL4 Butterworth, Bessel & Linkwitz-Riley
Power Requirements: 100 120v 50/60Hz, 200-240v 50/60Hz 12, 18 24 & 48dB/Octave

Bandw:dlh 0.2 to 36 Oct.,
Gain -24dB to +12dB,

Step:0.2dB
Dimensions: QDSP-10K N 00—
(483x377xg8mm B ... 008 5 LS S S
kg Dlepley: O Zxno LoDty
Preset Storage: 20 x Storage Slots
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Acoustic Precision Technologies GB

Front Panel

Navigation/Command Keys

(& 1 — -+ — &)
= A= QDSP-10K 5
EUBRO0000 (S T sx wa| OOOOO0O0OO
00000000000 IN1 e — O0O00000 o |
0000000000 [0 == 0000000 E
5 o O C ~© esc Bveass(O ~ - N o) o
0000000000 == g wm o g mEoO| o O0O0000O0 e
00000000000 | = gums 3S&ms ~ 0OO0000O0OO0oO \
0000000000 |m4 D R I e L. O0O0O000O0 .
(D N OUTi OUT2 OUT3 OUT4 /) O
Input Select Output Select  Rotary Control Power Switch

Signal Indicator:
Mute LED - Indicates Device audio protection mute
Clip LED- Indicates Low impedance/short circuit detection
Limit LED - Indicates signal is clipping/limiters are in use
Signal LED - Indicates signal present on channel.
LCD Display:
Display shows current status and allows user to view and edit menu’s and settings
locally..
Enter:
Confirms menu/operation command using front display.
Back:
Previous Page/scroll cursor back a character.
Next:
Next Page/Scroll Cursor forward a character.
Menu:
In Standby state used to access Settings Menu.
ESC:
Back to Previous menu/Return to standby screen.
Bypass:
Used to Bypass certain parameters in Channel Settings.
Input Select Key:
Quick press to Mute input signal, Press and hold to access Output Channel settings.
USB-B Port:
Used to access PC control via front panel (Windows OS only).
Output Select Key:
Quick Press to Mute output signal, Press and hold to access Output Channel settings.
Control Knob:
Adjust Paramaters in Menu settings.
Power Switch:
Switch on Unit/Switch off unit, with LED to indicator to show Current power state.
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Rear Panel

—

UﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂHﬂﬁﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬁﬂ,ﬂtﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂtt Hsﬂﬂﬂcﬂﬂfﬂﬂﬂﬂﬂ

©.8 D™

DA 1eOise 14O
XUR PIN -SCAN  PIN 2.POS  PIN )-NEG x1a nanln PiN 2708 rlnl—mco O Bic 1785 31w swoce:

Mains input Signal Link Out DSP Remote Connection Balanced Input Speaker Output
4mm2 Flex {CHA + CHC) USB, R$485, Ethernet {CH1 + CH3 Bridge option)

Output Connections Input Connections

SPEAKER OUTPUTS

l‘ BALANCED INPUTS
; cn:u . CH2 cuuzf l
i 3 %

©©©

WIRING

J

1+ CH4» 14 CHI+ 24 CH4+ NORMALICLASS2 1+ CH2+ 14CHI+ 2+ CH2+ ;
I- CH4- 1. CH3}- 2. CH4. BRIOGED:CLASS) I- CH2. |- CHI- 2. CH1. L XLR PIN I-SCRN  PIN 2-POS  PIN 3-NEG
J
Channel4 1 Channel 3 i1 Channel 2 ¥1 Channel 1 #1 Pin1 Screen
Channel 4 £2 Channel 2 £2 Pin2 +
Bridge 1+ 2- Bridge 1+ 2- Pin 3 -
Output 4 Output 2

N

4 Channel Mode

—)

MMMMMMH

uu-uoo«ku

mww

1
& m»nl; PIN/LPOS PN 3G

@MMMMMMMMMMMMMMMMM@
Q2 L= " 8888 QL

Output 3+4 Output 1+2
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Limiter Settings

Routing Selection Network/Output Mode Settings

Network Connection:
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QDSP-10K Amplifier with DSP:

Acoustic Precision Technologies GB

Channel Display

Option Amp Output Mode
. . Normal/BTL System
Overview Screen:  DevicelP Settings

@ APT QDSP-10K =S X

LocalP. 10.211.55.7
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Cusrent Mode: Normal

Crossover/EQ

Visual Display
Linked
A [mute lPois [l Gain L EQ f xOver | [ Route liMute Jl Poi+ Il Gain |l Delay Il £Q [l xOver Juimitecfout 1 KNS
Channel Link Button @5 Juueeo+ Jcand Ea x0e] [Route Juiue feo+ FGan ¥ Deiay | EQ Lo Jumeecfouz — JE3E
Malnc vt fPols B Gain il EQ J xover IBEEEEEEEEY Route M Mute f Pol+ I Gain Jf Delay § £Q |l xOver BLimierJOut 3 K
Signal Indicator 0 vt Pos B Gain il EQ Jl xover IEEEEEEE Route M Mute § Poi+ f Gain Il Delay § £Q Jl xOver fLimierfouts  [EHE

corr (TN o [TNENE I [ corr CETNIED > O |
Channel data Copy Current Channel
Routing Channel Name
Parameter Access
Shortcuts
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